
Sample List 
Possible Network Management Elements for Printers 

 
Ethernet Configuration (auto, 10 half duplex, 10 full duplex, 100 half duplex, 100 full duplex, 1000))z 
Enable TCP/IP 
Enable Auto IPv4 Config 
Enable DHCP/BOOTP  
Enable PING/ARP  
Enable AUTO IP  
IPv4 Address (IPv4 Address) 
IPv4 Subnet Mask (IPv4 Address mask) 
IPv4 Default Router (IPv4 Address) 
DNS Host Name (IPv4 Address) 
Enable Domain Name Automatic Acquisition 
Domain Name  (name) 
Enable DNS Server Automatic Acquisition  
DNS Server IP address (multiple IPv4 addresses) 
Enable Dynamic DNS  
Enable IPv6  
IPv6 Link Local Address (IPv6 Address) 
Enable Automatic Global Address   
Enable DHCP V6 
IPv6 Global Address (IPv6 address) 
IPv6 Gateway Address (IPv6 Address) 
Enable LPD  
LPD Queue Name  (string) 
Enable FTP  
FTP Port Number  
Enable RAW Port  
RAW Port Number  
RAW Port Bidirectional  
Enable SLP  
Enable Bonjour  
Bonjour Printer Name  
Bonjour Priority Printing Protocol 
Enable IP Sec (Lots of IP Sec elements, but perhaps not appropriate for CWMP) 
Enable WSD Print Mode  
WSD Printer Name 
WSD Printer Location 
WSD Printer Information 
Enable IPP 
IPP Printer Name 
IPP Printer Location 
Accept IPP Jobs 
IPP Printer Make & Model  
IPP Printer URLs Supported  
IPP Authentication Scheme  
IPP Password 
IPP Realm 
Enable SNMPv1/v2C 
Enable SNMPv3 
SNMP UDP Port  
SNMPv1/SNMPv2C GET Community Name  



SNMPv1/SNMPv2C GET & SET Community Name  
SNMPv3 Context Name  
SNMPv3  Enable Discovery  
SNMPv3  Discovery User Name  
SNMPv3  Security Level (No Auth/No Priv ) 
SNMPv3 Access Right (Read Only - restricted objects) 
SNMPv3 Read Only Account  
SNMPv3 Read Only Account User Name  
SNMPv3 Read Only Account Authentication Password  
SNMPv3 Read Only Account Privacy Password  
SNMPv3 Read Only Account Security Level    
SNMPv3Read/Write Account   
SNMPv3 Read/Write Account User Name  
SNMPv3 Read/Write Account Authentication Password  
SNMPv3 Read/Write Account Privacy Password  
SNMPv3 Read/Write Account Security Level 
Enable SNMP Traps  
Enable SNMP Authentication Failure Traps  
SNMP Trap Community Name 1 
SNMP Trap IP Address 1 
SNMP Trap UDP Port Number 1 
SNMP Trap Community Name 2 
SNMP Trap IP Address 2  
SNMP Trap UDP Port Number 2 
Enable Email Notification on Error 
SMTP Notification From Address:  
SMTP Notification To Address:  
SMTP Notification Subject:  
Delay Enable Email Notification on Error (n minutes) 
Test Enable Email Notification on Error 
SMTP MAIL SERVER  Address  
SMTP MAIL SERVER Port Number  
SMTP MAIL SERVER Connection Timeout    
SMTP Authentication Account  
SMTP Authentication Password  
SMTP Authentication Realm 
Set Date & Time  
Enable SNTP  
SNTP Server Address  
SNTP Port  
Synchronize Frequency  
Time Zone UTC 
Last SNTP Time  
Implement Daylight Savings Time 
SSL/TLS  settings( but perhaps not appropriate for CWMP) 
IEEE 802.1X Port Authentication ( but perhaps not appropriate for CWMP) 
Authentication Process Time Limit 
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