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Concat enated mail nessages on URL Schenme |-D

From Herriot, Robert [Robert.Herriot@ahv.xerox.com

Sent: Monday, January 15, 2001 12: 39

To: ipp@wg.org

Subj ect: | PP> comrents on

http://ww. ietf.org/internet-drafts/draft-ietf-ipp-ur |-schene-00.txt

Here are a few minor comments about
http://ww.ietf.org/internet-drafts/draft-ietf-ipp-url-schene-00.txt

Change " Xerox" and "Xerox Corp" to "Xerox Corporation"

Section 5.2 a inplies that an adnmin cannot configure a printer to accept
jobs on port 80 and not on port 631. If this is our intention, we should
explicitly state that a confornming |PP printer MUST NOT all ow an

adm nistration to disable port 631 if other ports can accept IPP jobs. I|f
this is not our intention, we should add the "unless explicitly configured
by system administrators or site policies"

Here is an issue that probably should be addressed in sections 4.1, 5.1 and
5.2. The docunment contains no discussion of what the 'host' and 'path' nean
in the context of a printer. The reader probably know what it neans for an
HTTP URL, but not what it nmeans for a printer

We shoul d probably say that a printer can be identified by a host or a host
and a path, and that two printers with the sane host but different paths are
intended to be different printers. Here is sone suggested text.

The foll owing are exanples of URLs for IPP printers: "ipp://abc.cont
“ipp://abc.com printer",
“ipp://abc.comtiger","ipp://abc.comprinters/tiger","ipp://abc.comprinters
[fox","ipp://labc.comprinters/tiger/bob",

“ipp://abc.com printers/tiger/ira", "ipp://printer.abc.cont
“ipp://printers.abc.comtiger","ipp://printers.abc.conftiger/bob" and
“ipp://printers.abc.comtiger/ira"

Al'l of the above URLs are legitimate URLs for I PP printers. Each of these
URLs references a printer which is logically different fromthe printers
referenced by any of the other sanple URLs, even though sone nay share the
same hardware. The last part of the path "bob" or "ira" nmay represent two

di fferent hardware devices where "tiger" represents sone grouping of
printers or the two names may represent separate human recipients ("bob" and
"ira") on the printer naned "tiger". In either case both "bob" and "ira" act
as different printers.

Bob Herri ot

----- Oiginal Message-----
From Herriot, Robert [nmilto:Robert. Herriot@ahv. xerox.coni
Sent: Wednesday, January 17, 2001 15:38



To: i pp@wg. org
Subj ect: | PP> another conment on

http://ww.ietf.org/internet-drafts/draft -ietf-ipp-ur |-schene-00.txt

The draft needs to clarify that the schene "ipp" applies only to the
transport and encodi ng defined by RFC 2910 and successor docunents. |f the
| PP nodel (RFC 2911) is the basis for sone other transport (e.g. BEEP) or
some other encoding (e.g. XM.), a new schene with a nane other than "ipp"
nust be defi ned.

Bob Herri ot

From Carl Kugler [kugler@s.ibm coni
Sent: Wednesday, January 17, 2001 10:11

To: i pp@wgy. org
Subject: RE: IPP> |-D ACTION:. draft-ietf-ipp-url-scheme-00.txt[I1Q

What ever happened to the section about backward conpatibility with
IPP/1.0? It used to be in

ftp://ftp. pwg. org/ pub/ pwg/i pp/ new_PRO i pp-schenme-981116. doc

- Car |

1 Conpatibility with IPP/1.0
For compatibility with IPP/1.0, clients and I PP objects (i.e. a server)
MUST support additional schenmes as described in this section:

If a server receives an IPP/1.0 request, it MJST return an IPP/1.0
response. That is, it MJST support an http-URL in the target "printer-uri"
and "job-uri" operation attributes in a request. |f the server returns any
of the 3 attributes, "job-uri", "job-printer-uri" or
"printer-uri-supported"” in the response, the value of these attributes MJST
be http-URLs. For security, a server MAY al so support https-URLs.

When a server returns the printer attribute "printer-uri-supported"
it MUST return all supported values for an | PP/NV request. For an IPP/1.0
request, a server MJST NOT return values that are ipp-URLs, i.e. it MJST
return only the http-URLs and https- URLs.

The tabl e bel ow shows the type of URL that a server returns for the
"job-uri" and "job-printer-uri" job attributes for all operations based on

how the job was created. The "or" in the table bel ow indicates an
i mpl ement ati on option.
EERRREEEEEE e |
| Operation | Job created via
| attributes| |
| for a | |
| request | |
[EEREEEEEEES e |
| | ipphttphttps |
EEREEEEEEES e |

| ipp | ippippNo URL returned |
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EEREEEEEEEE e |
| http | httphttpNo URL returned |
EEEREEEEEES e |
| htt ps | https or httphttps or httphttps |
EEEREEEEEES e |

If a server registers an ipp-URL with a nane service, then it
MJST al so register an http-URL. If a printer supports a secure
connection using SSL3, then it MJST register an https-URL

An | PP/ NV client MUST use an ipp-URL for non-secure printers
unless it receives a "version not supported" error nessage. Then it
MJUST try to send a request in version 1.0, using the http-URL in
pl ace of the ipp-URL for the target "job-uri" and "printer-uri"
operation attributes in the request. For secure printers, an | PP/ NV
client nust operate as an IPP/1.0 client and use an https-URL. An
IPP/1.0 client MUST use an http-URL for non-secure printers and an
https- URL for secure printers.



